
Order form for producing of LED's modules

Please, fill out this form, presenting necessary information as detailed as possible. It will give us a possibility 
          to answer you quickly and will save your time. 

In bold  – fill out all requirements necessary for the design of the module. Hover your mouse over the field to get tips

Customer 

Contact person 

Tel., e-mail 

Date 

Order quantity: first order                                                        ,  following orders

or annual demand 

Requirements on terms of

Dimensions, mm                                                                    Module’s (PCB’s) shape

Mounting holes, quantity                                                      Holes diameter, mm

PCB thickness, mm                                                               Substrate material 

Copper thickness, µm                                                              Width of conducting tracks, mm

Thermal conductivity of the material, W/m*K                           Material CTI 

Quantity of PCB layers  

Application of the solder mask                                                 Solder mask color  

Markings in the silk-screen layer                                      Markings color 

Do you need your logo on the module?                                  100% electrical test of the PCB's?

Do you need mounting of the components?                           Provide of reverse polarity protection?

Type of LEDs

Required luminous flux, lm

Color temperature, K                                                              Color rendering index

Type of power supply                                                             Power of source, W

Supply voltage, V                                                                      Output current, mA

Power connection                                                                   Location of the pads

 

http://eng.e-neon.ru/


Secondary optics

Light intensity curve / beam angle

Field of application 

Specify the range of operating temperatures

Specify special conditions of use

Allow required  level of moisture / IPX protection in the design of module.

Do you plan to use diffusers or protecting glass?

Design module according to the requirements IEC 62031-2008

Do you want to test the samples of your module in the measuring laboratory NEON-EK?

Specify design priorities:

low price

 best quality

 high efficiency

 price/quality ratio

 other (specify what exactly)

Additional requirements and comments:

Please, attach drawings or picture of your module, luminary or the place, where will be mounted the PCB to the form.

After filling out the form, please save it as PDF file on your computer and send it to our e-mail.
                                             (menu “FILE” ►“Save as…”)
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	Заказчик: 
	контакт: 
	телефон: 
	дата: 
	диаметр: 3.3 mm by default
	форма: []
	матриал: [Al (MCPCB)]
	дорожки: 
	ЦеТеИ: [≥ 600 V]
	время: 
	годовая потребность: 
	2 и тд партия: 
	1 партия: 
	габариты: 
	отверстия: 
	тощина: [1,0 mm]
	фольга: [18 µm]
	теплопроводностьб: []
	слои: 
	маска: [one side]
	цвет маски: [white]
	шелкография: [Yes]
	цвет шелкографии: [black]
	лого: [No]
	электроконтроль: [Yes]
	пайка: []
	защита: [No]
	светодиод: At the discretion of the engineer NEON-EK
	световой поток: 
	цветовая температура: [3700-4300°К]
	индекс цветопердачи: []
	мощность: 
	напряжения: 
	ток: 
	подключение: [contact pads]
	контакты: []
	оптика: []
	угол: 
	область применения: []
	рабочие температуры: 
	условия: 
	влвгв: [No]
	сткло: [No]
	гост: [Yes]
	лаба: []
	другое: 
	дополнительно: 
	чекбокс1: Off
	чекбокс2: Off
	чекбокс3: Off
	чекбокс4: Off
	чекбокс5: Off
	тип питания: [DC CC]


